
LEGEND
REF DES DESCRIPTION LINE NO
1F1 FUSE - 115VAC TRANSFORMER 32
1F2 FUSE - 115VAC TRANSFORMER 32
1F17 FUSE - 27VAC TRANSFORMER 42
1F30 FUSEBLOCK - PHASE MONITOR 26
1F41 FUSE - CONTROL BOX VENTILATION FAN 51
1K1 PHASE MONITOR 26
1K1 PHASE MONITOR 20
1QB1 / 1XD1 UNIT DISCONNECT / TERMINAL BLOCK 7
1S1 FUSED SWITCH - 115VAC CONTROLS 35
1T1 TRANSFORMER - 115VAC 35
1T2 TRANSFORMER - 27VAC 43
1T7 TRANSFORMER - 24VAC 41
1XD3 POWER DISTRIBUTION BLOCK 11
1XD6 TERMINAL BLOCK - 115VAC 36
1XD7 TERMINAL BLOCK - 115VAC COMMON 34
2S5 FUSED SWITCH - CONVENIENCE OUTLET 3
2T4 TRANSFORMER - CONVENIENCE OUTLET 7
2T4 TRANSFORMER - CONVENIENCE OUTLET 7
2XJ1 CONVENIENCE OUTLET 13
2XJ1 CONVENIENCE OUTLET 9
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LOCATION CODE
LOC# ZONE

1 CONTROL PANEL
2 CONDENSER ZONE
3 HEAT/EXT CASING
4 SUPPLY FAN ZONE
5 EVAP/FILTERS
6 RETURN AIR ZONE
7 CUSTOMER PROVIDED

WIRE COLOR ABBREVIATION CODES
CODE COLOR COLORCODE

BK BLACK PINKPK
BL BLUE REDR
BR BROWN TURQUOISETQ
G GREEN PURPLEV,(PR)

GY GREY WHITEW
O ORANGE YELLOWY
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WIRING SHOWN FOR USE WITH 460V / 575V UNITS. SEE INSET A FOR USE WITH 200V / 230V UNITS

TRANSFORMER WIRING SHOWN FOR 200V / 460V 60HZ.  CONNECT WIRE 18A TO BLUE TRANSFORMER WIRE FOR

230V / 575V 60HZ CONNECTIONS

WIRING SHOWN FOR STANDARD SCCR UNITS. SEE INSET B FOR HIGH SCCR UNITS
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WIRES 1P, 2P, AND 3P  ARE ONLY PRESENT ON THE FOLLOWING UNIT CONFIGURATIONS::

-120T UNITS AT 460V OR 50T/60T/80T/100T UNITS AT 200V / 230V WITH THE TERMINAL BLOCK OPTION

-ALL UNITS WITH THE 400A / 600A DISCONNECT SWITCH OPTION
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1.    UNLESS OTHERWISE NOTED, ALL SWITCHES ARE SHOWN AT 25°C(77°F)

AT ATMOSPHERIC PRESSURE, AT 50% RELATIVE HUMIDITY, WITH ALL

UTILITIES TURNED OFF, AND AFTER A NORMAL SHUT DOWN HAS OCCURRED.

2.    SOLID LINES INDICATE WIRING PROVIDED BY TRANE CO.

DASHED LINES INDICATE RECOMMENDED FIELD WIRING PROVIDED BY

THE CUSTOMER DASHED LINE ENCLOSURES AND/OR DASHED DEVICE

OUTLINES INDICATE COMPONENTS PROVIDED BY THE CUSTOMER.

PHANTOM LINE ENCLOSURES INDICATE ALTERNATE CIRCUITRY OR

3.    NUMBERS ALONG THE RIGHT SIDE MARGIN OF THE SCHEMATIC DESIGNATE

BY LINE NUMBER THE LOCATION OF CONTACTS ENERGIZED BY COIL

AN UNDERLINED NUMBER INDICATES A NORMALLY CLOSED CONTACT

AN OPEN ARROW HEAD POINTING UPWARD BELOW THE LINE NUMBER

INDICATES A TIMED CONTACT WHICH BEGINS TIMING WHEN ENERGIZED.

AVAILABLE SALES OPTIONS.

NOTES: (STANDARD NOTES 1-3, WIRE COLOR & SYMBOL LEGEND TABLES APPLY TO ALL SHEETS.)
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IF APPLICABLE, CUT 1K1 PHASE MONITOR JUMPER WIRE ON 50HZ APPLICATIONS ONLY

CAUTION

ATTENTION

PRECAUCIÓN

USE COPPER CONDUCTORS ONLY!

UNIT TERMINALS ARE NOT DESIGNED TO
ACCEPT OTHER TYPES OF CONDUCTORS.

FAILURE TO DO SO MAY CAUSE DAMAGE TO
THE EQUIPMENT.

N'UTILISER QUE DES CONDUCTEURS EN
CUIVRE!

LES BORNES DE L'UNIT É NE SONT PAS
CONÇUES POUR RECEVOIR D'AUTRES TYPES
DE CONDUCTEURS.

L'UTILISATION DE TOUT AUTRE CONDUCTEUR
PEUT ENDOMMAGER L'ÉQUIPEMENT.

¡UTILICE ÚNICAMENTE CONDUCTORES DE
COBRE!

LAS TERMINALES DE LA UNIDAD NO EST ÁN
DISEÑADAS PARA ACEPTAR OTROS TIPOS DE
CONDUCTORES.

SI NO HACE. PUEDE OCASIONAR DA ÑO AL
EQUIPO.
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