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SEE UNIT NAMEPLATE LEGEND
- FOR LINE VOLTAGE FUSE REPLACEMENT TABLE o "’[‘URLEDR[“L”“ f;;;GN”‘”[NDLDR DEVICE DESCRIPTION LINE
| | | CCH FUSE FUst T Fuse o oL 5 ORANGE ASC1|ANTI SHORT CYCLE TIMER 32
CLASS CC FUSE| RATING | SIZE ASC2 _|ANTI SHORT CYCLE TIMER 36
2- o PV BK BLACK R RED C1__|COMPRESSOR CONTACTOR 9.10.11.16
ER BROWH V_| VIOLET (PURPLE) TC2__|COMPRESSOR CONTACTOR 10,15.16.21
3- FUt0 00V | 5 avp 6 GREEN w WHITE CCHT_|CRANKCASE HEATER 3
GY | GRAY [SLATE) | ¥ YELLOW (CHZ _|CRANKCASE HEATER 18
CF1__[0UTOOOR FAN CAPACITOR 9
- CF2__|0UTDOOR FAN CAPACITOR 0
CHRT_|CRANKCASE HEATER RELAY $3.29.33
G- (HR2 _|CRANKCASE HEATER RELAY 18.30,37
CPRT_[COMPRESSOR 10
CPRZ_|COMPRESSOR 5
6- DTLT_[DISCHARGE TEMPERATURE LIMIT 2
N DTL2 |DISCHARGE TEMPERATURE LIMIT %
FU0_|FUSE 7
7- TR | 2080 |3cBK) FUS_[FUSE 2
0R) 306K
s I6EK) R HPCT_|HIGHT PRESSURE CUTOUT 32
8- WR) KEK) HPCZ_[HIGH PRESSURE CUTOUT 3%
PM o1 | - LPC1_|LOW PRESSURE CUTOUT 2.3
BR) TAR) LAR) 4B(R) BROWN oM [PC2_[LOW_PRESSURE CUTOUT %
9- 110 fo——
o b 00M1_|OUTOOOR FAN MOTOR 9
qe 0DM2_|0UTDOOR FAN MOTOR 0
10- 20 286L) ZABL) o bor SABL) PM__[PHASE MONITOR 9.22
o1 TNST | TRANSFORMER - CONDENSER 20
- 50 BBK) BLACK (CCHD. _3A®BK) 6(BK) ”OBM W 26(BK) FTOBH BLACK
[E | 7 7
BR)
| BR 2 Rown 00M2
PURPLE
WARNING
B N |
BLACK (CCHD), wek FTBI-3 wozek FTBI4 piack 9 10.11 HAZARDOUS VOLTAGE !
- o - 90, DISCONNECT ALL ELECTRIC POWER
010 INCLUD ING REMOTE DISCONNECTS AND
- ), MR W 7(BK) FOLLOW LOCK OUT AND TAG PROCEDURES
BEFORE SERVICING. INSURE THAT ALL
Cthe MOTOR CAPACITORS HAVE D ISCHARGED
- L3R BLACK BLACK STORED VOLTAGE. UNITS W ITH VARIABLE
T SPEED DRIVE. REFER TO DRIVE
INSTRUCTIONS FOR CAPACITOR DISCHARGE.
- _ FAILURE T0 DO THE ABOVE BEFORE
g SERVICING COULD RESULT IN DEATH OR
20— AR 230V S C(OM  3C(BK) SERIOUS INJURY.
© st g U162 AVERTISSEMENT
2- o W2, 368(8L) W21 W3iBL) B ICBU
36A) 68 [ 7 o TENSION DANGEREUSE!
il 4R COUPER TOUTES LES TENSIONS ET
2- ¥ O INDOOR SECTION QUVRIR LES SECTIONNEURS A DISTANCE.
59AR) Loy our 6BM(BL) PUIS SUIVRE LES PROC EDURES DE
16560 178281 VERROUILLAGE ET DES ETIQUETTES AVANT
23- ¢ O e TOUTE INTERVENTION. VERIFIER QUE TOUS
EDC 36 LES CONDENSATEURS DES MOTEURS SONT
SWITCHT (782-82 | DECHARGES. DANS LE CAS D'UNITES
%- o— — — |— — COMPORTANT DES ENTRA INEMENTS A
37 VITESSE VARAIBLE. SE REPORTER AUX
LTBI-R LT82-R INSTRUCTIONS DE L'ENTRA INEMENT POUR
S9AR)
2%- ;Cg)— — -8 D ECHARGER LES CONDENSATEURS.
STR(Y) LTR-12 LT82-v2 NE PAS RESPECTER CES MESURES DE
2~ oO— | — PRECAUTION PEUT ENTRA TNER DES
51 57 BLESSURES GRAVES POUVANT ETRE
2- SBE(Y) LT,E;*“ LI%’“ MORTELLES.
% = ADVERTENCIA
8- iVOLTAJE PELIGROSO!
DESCONECTE TODA LA ENERG i A ELECTRICA,
29- INCLUSO LAS DESCONEXIONES REMOTAS Y
SIGA LOS PROCEDIMIENTOS DE CIERRE Y
ETIQUETADO ANTES DE PROCEDER AL
30- SERVICID. ASEGURESE DE QUE TODOS
L0S CAPACITORES DEL MOTOR HAYAN
DESCARGADD EL VOLTAJE ALMACENADO.
3= PARA LAS UNIDADES CON EJE DE
DIRECCION DE VELOCIDAD VARIABLE.
e HPC1 CONSULTE LAS INSTRUCCIONES PARA LA
32- SBE(Y) s, BLUE BLUE (o RED OTLT_ RED (¢ ORANGE o ORANGE (o 114AIY) 5 > 68M,68P(BL) DESCARGA DEL CONDENSADOR.
=D & & CHR1 EL NO REALIZAR LO ANTERIGRMENTE
3- ascr Lp—w8 L W o1, 37BEL TR INDICADO. PODR {A DCASIONAR LA MUERTE
1 - 0 SERIAS LESIONES PERSONALES.
3 -
CAUTION
5= USE COPPER CONDUCTORS ONLY!
S W BLE PC2 Biue , ren OTL2 Rep ,ORANGE HPC2Z ORANGE ,, TISACY BPL UNIT TERMINALS ARE NOT DESIGNED TO
36- %)—OI—O—(%O—SD—(W—(%C—T—[Z By ACCEPT OTHER TYPES OF CONDUCTORS.
& (D &> CHR2 FAILURE T0 DO SO MAY CAUSE DAMAGE TO
- asC2 568(Y) NN S 37C@L .8 ey
ATTENTION
8- N'UTILISER QUE DES CONDUCTELRS EN
CUIVREL
39- LES BORNES DE L'UNITE NE SONT PAS
CONCUES POUR RECEVOIR DAUTRES TYPES
DE CONDUCTEURS.
4o~ L'UTILISATION DE TOYT AUTRE CONDUCTEUR
PEUT ENDOMMAGER L' EQUIPEMENT.
- PRECAUCION
{UTILICE ONICAMENTE CONDUCTORES DE
‘- COBRE!
LAS TERMINALES DE LA UNIDAD NO EST AN
DISENADAS PARA ACEPTAR OTROS TIPOS DE
3= CONDUC TORES.
SI NO L HACE. PUEDE OCASIONAR DANO AL
- EQuIPO.
i5-
" NOTES:
1. UNLESS OTHERW ISE NOTED. ALL SWITCHES ARE SHOWN AT 25°C (77°F), AT I ]
ATMOSPHERIC PRESSURE. AT 50% RELATIVE HUMIDITY, W ITH ALL UTILITIES & 2| £ gz
v TURNED OFF. AND AFTER A NORMAL SHUTDOWN HAS OCCURRED. 3| &l 2|2
EE o%| 382
2. DASHED LINES INDICATE RECOMMENDED FIELD WIRING BY OTHERS. DASHED Se ENEH
® LINE ENCLOSURES AND/OR DASHED DEVICE OUTLINES INDICATE COMPONENTS 28, |2 |<=3
- PROVIDED BY THE FIELD. PHANTOM LINE ENCLOSURES INDICATE ALTERNATE z" g |3om
TIRCUITRY OR AVAILABLE SALES OPTIONS. SOLID LINE INDICATES W IRING BY £ SR
TRANE (0. = S22 0
L9- Fom >
3. NUMBERS ALONG THE RIGHT SIDE OF THE SCHEMATIC DESIGNATE THE g3z A~
LOCATION OF CONTACTS BY LINE NUMBER. AN UNDERLINED NUMBER INDICATES =1 %as
50 A NORMALLY CLOSED CONTACT. AN OPEN ARROWHEAD BELOW THE LINE NUMBER g2 g|%28
POINTING UPWARD INDICATES A TIMED CONTACT WHICH BEGINS TIMING WHEN B
ENERGIZED o P
. | 3|Eg|E¢ EE;
51- [©> CONNECTIONS SHOWN ARE FOR 230V/60HZ/3H UNITS. WHEN 208V/60HZ/3PH e
OPERATION 1S REQUIRED, MOVE W IRE 1C (R) FROM 230V TERMINAL ON UNIT SR
" TRANSFORMER TNST T0 208V TERMINAL. -
[5> CAUTION. DO NOT JUMPER ACROSS SW ITCHES DTL1, DTL2, LPC1, HPC1 AND =) -
HPC2 UNDER ANY CIRCUMSTANCES. 3 _E
53- o N8
[&> NOTICE: DO NOT OPERATE OR APPLY POWER T0 COMPRESSORS WHILE UNDER & o7
A VACUUM. FAILURE TO FOLLOW THESE INSTRUCTIONS W ILL RESULT IN o =
I COMPRESSOR FAILURE ~ o
- Sg 3
(7> IF EVAPORATOR DEFROST CONTROL (EDC) IS USED ON INDOOR UNIT, REMOVE _=
JUMPER W IRE W 3(BL) BETWEEN TERMINALS “BT" AND "B2" ON LTB1. =
55— <.
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