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- USE COPPER CONDUCTORS ONLY!
1 HAZARDOUS VOLTAGE!
UNIT TERMINALS ARE NOT DESIGNED TO DISCONNECT ALL ELECTRIC POWER
oe SEE UNIT NANERLATE SEE UNIT NAMEPLATE ACCEPT OTHER TYPES OF CONDUCTORS. INCLUDING REMOTE DISCONNECTS AND
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2l 3l 4TB2/4515 (El N L[BZS‘I‘W TWZ ‘]‘w} N L'UTILISATION DE TQUT AUTRE CONDUCTEUR TENSION DANGEREUSE!
7- o O PEUT ENDOMMAGER L’ EQUIPEMENT.
127 37| et COUPER TOUTES LES TENSIONS ET
PRECAUCION OUVRIR LES SECTIONNEURS A DISTANCE.
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17 127 T3T|4Te2 L .. . o . INSTRUCTIONS DE L'ENTRA INEMENT POUR
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MORTELLES.
B- ADVERTENCIA
iVOLTAJE PELIGROSO!
- . . X DESCONECTE TODA LA ENERG A ELECTRICA,
: : INCLUSO LAS DESCONEXIONES REMOTAS Y
LKL < SIGA LOS PROCEDIMIENTOS DE CIERRE Y
5 ETIQUETADO ANTES DE PROCEDER AL
LKLL-40 SERVICI0. ASEGURESE DE QUE TODOS
200/230V ONLY [0S CAPACITORES DEL MOTOR HAYAN
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K36 [CONTACTOR - HEAT (KT #2 20.21,22.46
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1. UNLESS OTHERWISE NOTED. ALL SWITCHES ARE SHOWN AT 25°C (77°F), AT ATMOSPHERIC ©1S0) (LINEAR)
5 PRESSURE, AT 50% RELATIVE HUMIDITY, W ITH ALL UTILITIES TURNED OFF, AND AFTER A =
NORMAL SHUTDOWN HAS OCCURRED. e A
2. DASHED LINES INDICATE RECOMMENDED FIELD W IRING BY OTHERS. DASHED LINE ENCLOSURES 183C 176U KL1-21, 23, 2% H
53- AND/OR DASHED DEVICE QUTLINES INDICATE COMPONENTS PROVIDED BY THE FIELD. PHANTOM -21. 23 3 2
LINE ENCLOSURES INDICATE ALTERNATE CIRCUITRY OR AVAILABLE SALES OPTIONS. SOLID LINE IS}
o INDICATES W IRING BY TRANE CO. w O
- A
3. NUMBERS ALONG THE RIGHT SIDE OF THE SCHEMATIC DESIGNATE THE LOCATION OF CONTACTS -xS
BY LINE NUMBER. AN UNDERLINED NUMBER INDICATES A NORMALLY CLOSED CONTACT. AN OPEN a2
55— ARROWHEAD BELOW THE LINE NUMBER POINTING UPWARD INDICATES A TIMED CONTACT oo = 2
WHICH BEGINS TIMING WHEN ENERGIZED. s2 o AL
N = x 2
s6— [ HEATING ELEMENTS ARE SHOWN DELTA CONNECTED. ELEMENTS MAY BE WYE CONNECTED. Sz x| £
- T = N =
(5> POWER CONNECTIONS FOR 4TB2/4S15 ARE FOR 200V/230V UNITS. SEE INSET “1A” OR “18* FOR Lx Z 3|wE
o 460V & ST5V UNITS. & B |Ks
- 1S =z = a
[E> K16 AND ASSOCIATED W IRING ARE PRESENT ON STANDARD UNITS (WITHOUT SUPPLY VFD) ONLY. Sw b o|wB
-3 Ne)
55— [T LKLk AND ASSOCIATED W IRING USED ON 200V/230V UNITS. REMOVE JUMPERS AND INSTALL 22 © gl
4K&4 CONTACTS (LINE 40) WHEN REQUIRED. e
c
so- WHEN UNIT HAS SUPPLY FAN V.F.D. OPTION. SEE INSET “A” FOR CONNECTIONS. S22 3
=
[S> SEE APPLICABLE SUPPLY VARIABLE FREQUENCY DRIVE DIAGRAM FOR BALANCE OF CIRCUIT. 2ich
Zl=
60~ LOW SCCR CIRCUITRY SHOWN. FOR HIGH SCCR UNITS SEE INSET 18" ESIES
T3
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