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DEVICE PREFIX CODE
1 = MAN UNIT CONTROL PANEL DEVICE
2 = STARTER PANEL DEVICE
3 = PURGE DEVKCE
4 = UNT MOUNTED DEVICE
5 = CUSTOMER PROVIDED DEVICE
& = ENGINE DRVEN GENERATOR DEVICE
7 = REDUCED VOLTAGE PANEL DEVICE
DASHED LINES INDICATE WIRING BY OTHERS
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TENSION DANGEREUSE1

IVOLTAJE PELIGROSO!

UNIT TERMINALS ARE NOT DESIGNED TO ACCEPT
OTHER TYPES OF CONDUCTORS.

CAUTION

USE COPPER CONDUCTORS ONLY!

FALURE TO DO SO MAY CAUSE
DAMAGE TO THE EQUIPMENT.

N'UTILISER QUE DES CONDUCTEURS

LES BORNES DE L'UNITE NE SONT

ATTENTION

EN CUNRE!

PEUT ENDOMMAGER L'EQUIPEMENT.

1UTILICE GNICAMENTE CONDUCTORES
DE COBRE!

LAS TERMINALES DE LA UNIDAD NO ESTAN
DISERADAS PARA ACEPTAR OTROS TIPOS

SINO LD PUEDE_OCASIONAR

PRECAUCION

DE CONDUCTORES.
DARO AL EQUIPO.




